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* Specify beam angle, optic and colour temp with item code.

Materials

Die-cast aluminum body, trim and

) heat-sink fins, speacially treated

non-corrosive material.
FINISH &/ ;

Applications

Options

Dimming: DALI and DSI dimming
1-10V dimming

Color Temperatures : 2700K, 3000K,
4000K

Beam Angles : 15°, 24°, 30°, 38°, 50°
Emergency : Emergency back-up
available

O000600BD

Optic Options

LG-Luxe Gold
BK-Black
—_—
»we—yg MR-Mirror

SS-Square Slot

I

Honeycomb

Woven Design Glass

Striation Glass

LuxelED

Emus VI

9w/ 12w 15W/18W

Features:

Sqaure trimless adjustable downlight with
multiple optical lens.

A wide variety of reflector finishes for seamless
appearance in ceiling.

Standard supplied with mirror reflector and 38°
beam angle.

Luxe-gold reflector for warmer and richer
ambiance or Black-ringo darknight reflector for
visual comfort.

Choice of honeycomb louvre for precise and
glare-free aiming, woven design glass or
striation glass for soft illumination.

Latest generation of LEDs within a 2 step
MacAdam ellipse for colour consistency.

COB module, no shadows of multiple LED
chips. High colour rendering of Ra>90.

Simple push & lock mechanism for quick tool-
free installation of optical lens.

Tools-free system to replace or upgrade LED
modules, or to exchange accessories after
installation.

IP54 rating makes it suitable for various
applications.

Life: 50,000 hours L90/B10.




